MAXIMUM PERMISSIBLE DEFLECTIONS

PUSH—ON—JOINT MECHANICAL JOINT
(18 FT. JOINTS) (18 FT. JOINTS)
(20 FT. JOINTS) (20 FT. JOINTS)

SIZE (NOM)

DEGREE |MAX. OFFSET|| DEGREE | MAX. OFFSET

3" 4.0 15” 4.5 17"
4" 4.0 15” 4.5 17"
6" 4.0 15” 4.5 17"
8" 4.0 15” 4.5 17"
10” 4.0 15” 4.5 17"
12” 4.0 15” 4.5 17"
14" 2.5 9.4” 3.0 1"
16” 2.0 7.5” 3.0 11"
20" 2.0 7.5” 2.0 7.5"
24" 2.0 7.5” 2.0 7.5"
30" 1.5 55" 2.0 7.5"
36" 1.5 5.5” 2.0 7.5”
42" 1.5 5.5” 1.5 5.5"
48" 1.5 5.5” 1.5 5.5"

NOTES:

1. WHEN A PIPE IS DEFLECTED, THE PIPE SHALL FIRST BE ASSEMBLED IN A STRAIGHT
LINE, BOTH HORIZONALLY AND VERTICALLY BEFORE THE DEFLECTION IS MADE.

2. FOR MECHANICAL JOINT PIPE, THE BOLTS SHALL BE PARTIALLY TIGHTENED BEFORE
THE LENGTH OF PIPE IS DEFLECTED. ANY SUPPORTED PIPE, SHALL BE SO SUPPORTED
THAT THERE IS ZERO DEFLECTION EXCEPT WHERE EITHER A HORIZONAL OR VERTICAL
CURVE ON A BRIDGE OR OTHER STRUCTURE IS INVOLVED.

3. THRUST RESTRAINTS MAY BE REQUIRED ON THE DEFLECTED JOINTS.
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